
 
 

WARNING: 
These procedures should only be performed by a qualified electrician. Supply power should be turned 

SAFETY: 
This fixture must be wired in accordance with the National Electric Code and applicable local codes or 

If fixture is supplied without a cord, follow these steps:

INSTALLATION INSTRUCTIONS TO-LED Series 

Read all instructions carefully 
before attempting installation. 

off when replacing components or checking connections. Never perform maintenance or cleaning while 

fixture is energized. Wear gloves to prevent cuts/abrasions from sharp edges when removing from 

carton, handling, or performing maintenance. 

ordinances. All work should be performed by a qualified electrician. To ensure personal safety, proper

 grounding is required (connect green fixture lead to ground supply). 

WARNING: 
Before installing , ALWAYS ensure that the supply voltage matches the driver voltage listed on the 
Pioneer/CSA label.  A water-tight or lock-tite grommet connector must be installed in the housing 
entrance to properly seal the cord and maintain the IP65/67 rating.

WIRING CONNECTIONS: 
If  the fixture is c/w linecord attached, ensure that the supply voltage matches the voltage listed on the 
Pioneer/CSA label. Connect the cord to the power supply, either by hard-wiring into a junction box or 
with a CSA/UL listed plug into a receptacle.

1.  Ensure that the fixture is not connected to power.  
2. Open the latches on the side of the fixture and remove the plastic lens. 
3. Unscrew the metal reflectors with LED modules attached, to access the driver(s) and the wiring. 
4. Connect the black fixture wire to the black supply wire (line). 
5. Connect the white fixture wire to the white supply wire (neutral). 
6. Connect the supply ground wire to the green fixture wire (or GRD screw if provided). 
7. Driver Voltage: Ensure that the supply voltage is correct for the driver in this fixture, as listed on the label.
8. Carefully reinstall the reflector & LED modules back into its original position ensuring that no wiring is pinched. 
10.  Replace the lens and carefully close the latches into locking position. 

SUSPENSION: 
This fixture is supplied with a mounting bracket on each corner, suitable for chain or aircraft cable 
suspension.  Optional V-bracket is available for single point suspension at either end.
Surface mounting is possible only with the BRCM ceiling bracket.
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